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PACKAGE TYPE	 TRANSPORT	 BOOMS	 RECOVERY	 RECOVERY (T.P.H)	 WASTE STREAM	 TEMPORARY STORAGE	 M3

A	 7.5m Boat	 100m	 Bow mounted	 82	 Liquid	 Boat fixed IBC &	 58

			   Brush skimmer			   Frame Liner Tanks		

A	 7.5m Boat	 100m	 Bow mounted	 82	 Liquid	 Boat fixed IBC &	 58

			   Brush skimmer			   Frame Liner Tanks

B		  200m	 Brush skimmer	 30	 Liquid	 Frame Liner Tanks	 57

C		  200m	 Brush skimmer	 12	 Liquid	 Frame Liner Tanks	 50

C		  200m	 Brush skimmer	 12	 Liquid	 Frame Liner Tanks	 50

C		  200m	 Brush skimmer	 12	 Liquid	 Frame Liner Tanks	 50

C		  200m	 Brush skimmer	 12	 Liquid	 Frame Liner Tanks	 50

C		  200m	 Brush skimmer	 12	 Liquid	 Frame Liner Tanks	 50

C		  200m	 Brush skimmer	 12	 Liquid	 Frame Liner Tanks	 50

C		  200m	 Brush skimmer	 24	 Liquid	 Frame Liner Tanks	 50

C		  200m	 Brush skimmer	 12	 Liquid	 Frame Liner Tanks	 50

C		  200m	 Brush skimmer	 12	 Liquid	 Frame Liner Tanks	 50

C		  200m	 Brush skimmer	 12	 Liquid	 Frame Liner Tanks	 50

		   

MarinaPort

All packages are supplied with foam filled 

“Fence” boom (which can be used to corral, 

seal, exclude and divert oil) together with 

the necessary ancillaries needed for towing, 

quay wall sealing and running moorings to 

compensate for tidal action.  Also supplied are 

fast erect tanks and transfer pumps.  Sorbents 

can be made available for sweep booming, 

secondary booming, boom end seals, control of 

secondary contamination, temporary bunding, 

Hazmat zone control), and final polishing.

The LSES Marina packages are designed to 

combat both internal source spills and external 

approach spills.

The packages for internal spills include solar 

powered gravity (weir) skimmers rated at 500 

litres per hour, these skimmers are ideal for 

collecting the thin oil layers produced from 

diesel or benzene bunker spills.

The packages for external approach spills 

include portable brush action skimmers rated 

at 12 t.p.h.

The LSES Port Package range is designed for 

both “on water” and “quayside” collection and 

recovery.

The on water packages include aluminum work 

boats which are fitted with bow mounted brush 

collection systems rated at 82 t.p.h. recovery as 

well as integral onboard storage and offloading 

transfer pump systems.

Quayside systems include brush action 

skimmers, solid flotation “Fence” boom, fast 

erect tanks and transfer pumps.  Sorbents can be 

made available for sweep booming, secondary 

booming, boom end seals, control of secondary 

contamination, temporary bunding, Hazmat 

zone control and final polishing.

PACKAGE TYPE	 BOOMS	 RECOVERY	 RECOVERY (T.P.H)	 WASTE STREAM	 TEMPORARY STORAGE 	 M3	

A	 100m	 Weir skimmer	 0.5	 Liquid	 Frame Liner Tanks 	 8

A	 100m	 Weir skimmer	 0.5	 Liquid	 Frame Liner Tanks	 8

A	 100m	 Weir skimmer	 0.5	 Liquid	 Frame Liner Tanks	 8

A	 100m	 Weir skimmer	 0.5	 Liquid	 Frame Liner Tanks	 8

B	 200m	 Brush Skimmer	 30	 Liquid	 Frame Liner Tanks	 8

C	 200m	 Brush Skimmer	 12	 Liquid	 Frame Liner Tanks	 8
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The Oil Spill Response Vessel

The ultimate synergy between Lamor and Swire Pacific Offshore is obviously the dedicated Oil 

Spill Response Vessel.  LSES is able to either modify existing SPO vessels or is equally able to build 

purpose built vessels against long term contracts with interested clients.

Together with SPO’s rich history in vessel design and innovation and Lamor’s state-of-the-art 

technology LSES is able to provide its clients with the ultimate offshore Oil Spill Response Vessel 

which can include fixtures such as:

•  Dynamic Positioning Systems (either DP1 or 2)

•  Fire Fighting Class (either Fi-Fi 1 or 2)

•  Anchor handling / towage systems

•  Cranes / A Frames

•  Helipad

•  Side sweep systems

•  ROV launch area and ROVs

•  All diving equipment and resources including moonpool, decompression chamber

•  Integral storage / recovery tanks and additional storage areas

•  Decontamination areas and cleaning stations

•  Meeting rooms and crisis centre areas

•  State-of-the-art communications network

•  Open roller stern

•  Recovered oil storage to inbuilt tanks (which may be heated) or topside tanks (e.g. ISO tank)

•  Low speed manoeuvrability (< 0.75 knots)

•  Deck reel ISO corner casting foot clamps

•  Hull side boom clamps to form tight end seals

•  	Integrated dispersant spray systems to include integral tanks and spray arms for Type 2/3

	 application

•  Hydraulic power take off manifolds

Offshore Package A – 1 Package in LSES Stock

•  Air tube and skirt boom

•  100m length  x 1.5m wide 

    (weighs 15kg/m)

•  Loaded 200m/ deck reel

•  Segmented

•  Neoprene construction

•  Chain ballast and tension member

•  ASTM universal connectors

• Standard system hydraulic power packs,   

    back-up power pack, deck reel, air fan, 

    towing bridles, hose sets, boom repair kit

600m Heavy Duty Boom (HDB 1500 -100m)

1 x Transfer Pump (GTC 140) Sorbents will also be required1 x Transfer Pump (GTA 70)

1 x Large Brush Skimmer 
(Freefloating 100 2C)

1 x Floating Bladder 50m3 capacity 
(LFT C 50))

•  Rated recovery 100 m3/hr

•  Free water collected < 2%

•  Dimensions l x w x h(m) 2.29 x 2.25 x 1.95,   

    weight 750kg

•  V-Chain Brush Type Conveyors

•  Oleophilic and Mechanical action

•  Recovers full range of black oils

•  Inbuilt Archimedes screw pump

• Hydraulic power pack, hose kits, flat     

    rack for storage of entire assembly

•  Nose cone air bladder, capacity 50m3

•  Urethane/ PVC blended plastic

•  	All fittings are marine grade aluminium

•  Discharge via archimedes screw pump 

     (Lamor GTA 50)

•  	Tow harness, light holder, PVC ball valves,

     air relief valve

•  Centrifugal screw pumps rated 140m3/hr

• Useful for tank transfer or offloading   

    applications

• Ideal for medium to heavy oils up to 

    10,000 Cst

•  Dimensions l x w x h(m) 0.3 x 0.3 x 0.37, 

     weight 30kg

•  Hose sets

•  LSES can supply a full range of sorbent   

   	materials inc.: pads, rolls, single / twin    

   	 booms, sweeps, Pom Poms etc for final 

  	 polishing and to reduce secondary   

     contamination

•  Sumbersible Archimedes screw pumps

•  Rated 70m3/hr

•  Useful for tank to tank transfer

• Benefits from water / steam annular 

    injection on the inlet

•  Able to recover all black oils

•  Hydraulic power pack, hose sets

C-ClassC-ClassOFFSHORE PACKAGES
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Offshore Package C – 2 Packages in LSES Stock

•  	Air tube and skirt boom

•  100m lengths x 1.5m wide 

    	(weighs 15kg/m)

•  Loaded 200m/ deck reel

•  Segm ented

•  Neoprene construction

•  	Chain ballast and tension member

• 	ASTM universal connectors

•	 Standard system hydraulic power packs,   

   	 back-up power pack, deck reel, air fan, 

   	 towing bridles, hose sets, boom repair kit

200m Heavy Duty Boom 
(HDB 1500 -100m)

Offload Bulk Solution Required Sorbents will also be required

1 x Side Sweep (LSC-5C-2800) 1 x Transfer Pump (GTA 115)
 

•  Rated recovery 205m3/hr

•  Free water collected < 5%

•  Dimensions l x w x h(m) 3.25 x 1.35 x3.06, 

     weight 850kg

• Side collector is supplied with an   

    outreach sweep boom, which deflects 

  oil into a ship side mounted brush 

    recovery system

•  Oleophilic and Mechanical action

•  Recovers full range of black oils

•  Archimedes screw pump

• Hydraulic power pack, Fassi crane, 

   transfer hose kit, boom winder,skimmer 

  fitting frame, flat rack for storage of 

    entire assembly

• 	Sumbersible Archimedes screw pumps

•  Rated 115m3/hr

•  Useful for tank to tank transfer

• Benefits from water / steam annular 

    injection on the inlet

•  Able to recover all black oils

•  Hydraulic power pack, hose sets

•  SES can supply 50m3 floating  bladders,      

   	 but a larger offtake solution would be 

    	preferable for continous operations, e.g.   

    	offloading barge or tanker

•  LSES can supply a full range of sorbent   

   	materials inc.: pads, rolls, single / twin    

   	 booms, sweeps, Pom Poms etc for final 

  	 polishing and to reduce secondary   

     contamination

Offshore Package B – 4 Packages in LSES Stock

•  Air tube and skirt boom

•  100m lengths x 1.5m wide 

    (weighs 15kg/m)

•  Loaded 200m/ deck reel

•  Segmented

•  Neoprene construction

•  Chain ballast and tension member

•  ASTM universal connectors

• Standard system hydraulic power packs,   

    back-up power pack, deck reel, air fan, 

    towing bridles, hose sets, boom repair kit

600m Heavy Duty Boom 
(HDB 1500 -100m)

1 x Transfer Pump (GTA 70) Offload Bulk Solution Required Sorbents will also be required

1 x Multi-Skimmer (LMS/GTA 50) 1 x Transfer Pump (GTC 140))

•  Rated recovery 150m3/hr

•  Free water collected < 5%

•     Dimensions l x w x h(m) 1.57 x 1.65 x 1.22

•	 Weight with pump 200kg

•	 3 x brush wheels (disc & drum modules 

	 also available)

• 	Oleophilic and Mechanical action

•	 Recovers full range of black oils

•	 Fitted with removeable Archimedes  

 	 screw pump

•	  Hydraulic power pack, extension hose kit

•  Centrifugal screw pumps rated 140m3/hr

• Useful for tank transfer or offloading   

    applications

• Ideal for medium to heavy oils up to 

    10,000 Cst

•  Dimensions l x w x h(m) 0.3 x 0.3 x 0.37, 

     weight 30kg

•  Hose sets

• 	Sumbersible Archimedes screw pumps

•  Rated 70m3/hr

•  Useful for tank to tank transfer

• Benefits from water / steam annular   

    injection on the inlet

•  Able to recover all black oils

•  Hydraulic power pack, hose sets

•  	LSES can supply 50m3 floating  bladders,      

   	 but a larger offtake solution would be 

     preferable for continous operations, e.g.   

     offloading barge or tanker

•  LSES can supply a full range of sorbent   

   	materials inc.: pads, rolls, single / twin    

   	 booms, sweeps, Pom Poms etc for final 

  	 polishing and to reduce secondary   

     contamination
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Near shore Package A – 4 Packages in LSES Stock

•  	Air tube and skirt boom

•  100m lengths x 1.5m wide 

    	(weighs 15kg/m)

•  Loaded 200m/ deck reel

•  Segm ented

•  Neoprene construction

•  	Chain ballast and tension member

• 	ASTM universal connectors

•	 Standard system hydraulic power packs,   

   	 back-up power pack, deck reel, air fan, 

   	 towing bridles, hose sets, boom repair kit

400m Heavy Duty Boom 
(HDB 1500 - 100m)

1 x Floating Bladder 50m3 capacity 
(LFT C 50)

Sorbents will also be required

2 x Medium Size Brush Skimmer (Minimax 
MM30 B/ GTA 30)

•  Rated recovery 30m3/hr

•  Free water collected < 5%

•  Dimensions l x w x h(m) 2.7 x 1.7 x 1.4,     	

	 weight with pump 209kg

•  V-Chain Brush Type Conveyors

•  Oleophilic and Mechanical action

•  Recovers full range of black oils

• Removeable Archimedes screw pump

•  Hydraulic power pack, back-up power 

    pack, hose kits

•  Nose cone air bladder, capacity 50m3

•  Urethane/ PVC blended plastic

•  	All fittings are marine grade aluminium

• 	Discharge via archimedes screw pump 

    	(Lamor GTA 50)

• Tow harness, light holder, PVC ball  

    	valves, air relief valve

•  LSES can supply a full range of sorbent   

   	materials inc.: pads, rolls, single / twin    

   	 booms, sweeps, Pom Poms etc for final 

  	 polishing and to reduce secondary   

     contamination

C-ClassC-ClassNEAR-SHORE PACKAGES

Shore Protection Package A – 2 Packages in LSES Stock

•  Solid flotation “Fence Boom”

•  25m lengths x 0.9m wide

•  Weighs 5.3kg/m

•  Loaded 100m/ storage rack

•  PVC coated polyester construction

•  Chain ballast and tension member

•  ASTM universal connectors

•  Radar detection reflectors

•  Pouches for battery lights

• Towing bridles, mooring sets, boom 

    repair kit supplied

800m Foam Filled Boom (FOB 900/25) 200m Beach Sealing Boom (BSB 500 / 10m)

•  Specialised shore sealing boom for inter- 

    tidal areas

• Single air inflation chamber over two    

    water fill ballast tube. 

•  Monsun valves for filling/ escape

•  10m lengths x 0.55 wide

•  Weighs 1kg/m2 of fabric

•  Loaded 10m/ PVC holdall

• High visibility Polyurethane coated 

    ploiyamide fabric

•  Fabric tear strength 700N

•  ASTM universal connectors

• Air fan, water pump, towing bridles, 

   mooring sets, stake sets, boom repair

C-ClassC-ClassSHORE PROTECTION PACKAGES

Sorbents will also be required

•  LSES can supply a full range of sorbent   

   	materials inc.: pads, rolls, single / twin    

   	 booms, sweeps, Pom Poms etc for final 

  	 polishing and to reduce secondary   

     contamination
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Shore Clean-Up Package A – 3 Packages in LSES stock

•  Solid flotation “Fence Boom”

•  25m lengths x 0.9m wide

•  Weighs 5.3kg/m

•  Loaded 100m/ storage rack

•  PVC coated polyester construction

•  Chain ballast and tension member

•  ASTM universal connectors

•  Radar detection reflectors

•  Pouches for battery lights

•  Towing bridles, mooring sets, boom   

    repair kit supplied

400m Foam Filled Boom (FOB 900/25)

7.5m Landing Craft (7500 Open) 1 x All Terrain Vehicle 
(Iron Horse 9 Diesel)

2 x Small Size Brush Skimmer 
(Minimax 12 W/S)

2 x Transfer Pump (GTA 20 & GTA 115)

3 x Beach Broom Sets (LBB)

•  Rated recovery 12m3/hr

•  Free water collected < 6%

•  Dimensions l x w x h(m) 0.9 x 0.7 x 0.4

•  Weight with pump 28kg

•  Brush Wheel system

•  Oleophilic and Mechanical action

•  Recovers full range of black oils

•  Hydraulic power pack with diaphragm 

    pump

•  Pallet truck, hose kit

• 	Sumbersible Archimedes screw pumps

• 1 x rated 20m/3hr, and 1hr 115m3/hr

•  	Useful for tank to tank transfer

• Benefits from water / steam annular   

    injection on the inlet

•  Able to recover all black oils

•  Hydraulic power pack, hose sets

•  Dimensions l x w x h(m) 2.9 x 1.1 x 1.6,    

    	weight 320kg, power 6kW

•  Independant all terrain unit

•  Kevlar caterpillar tracks

• 	Hydraluic unit provides up to 220bar 

 	 for the operation of built in power     

   winch and other small hydraulic tools

•  Aluminium construction

•  Bow ramp door

•  Self draining deck

•  7.5m long, 2.6m wide, draft 0.4m

•  Weight 1800kg

•  Carrying capacity 1100kg

•  120 litre fuel tank

•  Power 250HP

•  Trailer monuted

•  Dimensions l x w x h(m) 2.9 x 1.1 x 1.6,      

    weight 320kg, power 6kW

• 	Independant all terrain unit

• 	Kevlar caterpillar tracks

• Hydraluic unit provides up to 220bar      

 	 for the operation of built in power 

  	 winch and other small hydraulic tools

SHORE CLEAN-UP PACKAGES

Shore Clean-Up Package B – 2 Packages in LSES stock

•  Capacity 11,400 litres

•  Height 1.2m

•  Weight 125kg

•  Polyester reinforced PVC plastic

•	 Light weight aluminium construction 

	 frame

• 	Simple and quick assembly

• 	No tools required to assemble

5 x Collapsible Tank 11.4m3 
(LCT TSC 11.4m3)

1 x Oil Recovery Bucket (LRB 150)

Bulk Segregation Solution Required

Sorbents will also be required

Sorbents will also be required

•  LSES can supply a full range of sorbent   

   	materials inc.: pads, rolls, single / twin    

   	 booms, sweeps, Pom Poms etc for final 

  	 polishing and to reduce secondary   

  	 contamination

•  LSES can supply a full range of sorbent   

   	materials inc.: pads, rolls, single / twin    

   	 booms, sweeps, Pom Poms etc for final 

  	 polishing and to reduce secondary   

     contamination

•  	Rated recovery 150m3/hr

•  	Free water collected < 5%

•  	Dimensions l x w x h(m) 1.8 x 1.5 x 1.2

•  	Weight 900kg

• 	High capacity brush system especially 

    	designed for use with excavators and

	 cranes

•  	The buckets can be used to scoop 

    	and  dump heavy oil sludges and solid   

    	materials

•  Oleophilic and Mechanical action

• 	Recovers full range of black oils

• 	Hydraulic power pack, archimedes

	 screw pump, hose kit, storage box

•	 A waste management segregation   

  system will need to be established to   

  deal with the bulk liquid, semi-solids 

    and solids recovered.
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Shore Clean-Up C – 3 Packages in LSES stock

•  Dimensions l x w x h(m) 2.6 x 0.9 x 1.1

•  Weight 280kg

•  5.5Hp engine, 2 forward and 2 reverse   

       gears, diff lock, 2 seperate wheel locking

    brakes, sand tyres

•  Can rotate 360° on the spot

• Vibrating screen design can collect  

    normal amenity beach litter and  washed            

    up flotsam

• Operating scrape depth on sand can   

    be set from 0 – 12cm

• Require pick-up truck or trailer to 

    transport between sites

•  Corrosion resistent design

1 x Hand Held Beach Cleaning Machine 
(Beach Tech Sweep)

1 x Tow Beach Cleaning Machine (Sand 
Scraper LSS 2000)

Sorbents will also be required

•  Dimensions l x w x h(m) 5.45 x 1.8 x2.1

•  Trailer nose weight 500kg

•  Dumper body capacity 1.5m3

•  Patented design for raking, screening    	

    and mixing

•  Able to treat 20,000m2/ hr on a dry beach, 	

	 and 8,000m2/ hr on a dampbeach

• Discharge height of 2.55m enabling 

   easy transfer to a truck or trailer with   

    dropside body

• Require tractor or heavy plant tow

•  Corrossion resistant design

•  LSES can supply a full range of sorbent   

   	materials inc.: pads, rolls, single / twin    

   	 booms, sweeps, Pom Poms etc for final 

  	 polishing and to reduce secondary   

     contamination

Shore Clean-up Package D – 2 Packages in LSES stock

•  Rated recovery 12m3/hr

•  Free water collected < 6%

•  1.5m long x 0.4m wide

•  Weight 6.5Kg

•  Brush recovery 

•  Oleophilic and Mechanical action

•  Dimensions l x w x h(m) 0.9 x 0.7 x 0.4

•  Adjustable handle with harness 

•  Recovers full range of black oils

•  Hydraulic power pack with diaphragm 

     pump, hose kit

•  Dimensions l x w x h(m) 2.9 x 1.1 x   

    1.6,   weight 320kg, power 6kW

•  Independant all terrain unit

•  Kevlar caterpillar tracks

• Hydraluic unit provides up to 220bar 

  for the operation of built in power     

    winch and other small hydraulic tools

5 x Brush Cleaners (Rock Cleaner LRC)
(Beach Tech Sweep)

2 x Beach Broom Sets (LBB)

4 x Collapsible Tank 4m3 (LCT 4)

Sorbents will also be required

1 x All Terrain Vehicle (Iron Horse 9 Diesel)

 •  Capacity 4,650 litres

•  Dimensions l x w x h(m) 4.0 x 1.7 x 0.7

•  Polyester reinforced PVC plastic

• Light weight aluminium construction 

    frame

•  Simple and quick assembly

•  No tools required to assemble

•  LSES can supply a full range of sorbent   

   	materials inc.: pads, rolls, single / twin    

   	 booms, sweeps, Pom Poms etc for final 

  	 polishing and to reduce secondary   

     contamination

•  Dimensions l x w x h(m) 2.9 x 1.1 x 1.6,      

    weight 320kg, power 6kW

•  Independant all terrain unit

•  Kevlar caterpillar tracks

• Hydraluic unit provides up to 220bar 

  for the operation of built in power    

   winch and other small hydraulic tools
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Port Package B – 1 Package in LSES Stock

•  Solid flotation “Fence Boom”

•  25m lengths x 0.9m wide

•  Weighs 5.3kg/m

•  Loaded 100m/ storage rack

•  PVC coated polyester construction

•  Chain ballast and tension member

•  ASTM universal connectors

•  Radar detection reflectors

•  Pouches for battery lights

•  Towing bridles, mooring sets, boom   

    repair kit supplied

200m Foam Filled Boom (FOB 900/25)

5 x Collapsible Tank 11.4m3 
(LCT TSC 11.4m3)

Sorbents will also be required

1 x Medium Size Brush Skimmer (Minimax 
MM30 B/ GTA 30)

1 x Transfer Pump (GTA 20)

• 	Rated recovery 30m3/hr

• 	Free water collected < 5%

• 	Dimensions l x w x h(m) 2.7 x 1.7 x 1.4,   

    Tweight with pump 209kg

•  V-Chain Brush Type Conveyors

•  Oleophilic and Mechanical action

•  Recovers full range of black oils

•  Removeable Archimedes screw pump

•  Hydraulic power pack, back-up power 

    pack, hose kits

• Sumbersible Archimedes screw pumps

•  Rated 20m3/hr

•  Useful for tank to tank transfer

• Benefits from water / steam annular  

    injection on the inlet

•  Able to recover all black oils

•  Hydraulic power pack, hose sets

•  Capacity 11,400 litres

•  Height 1.2m

•  Weight 125kg

•  Polyester reinforced PVC plastic

•	 Light weight aluminium construction 

	 frame

• 	Simple and quick assembly

• 	No tools required to assemble

•  LSES can supply a full range of sorbent   

   	materials inc.: pads, rolls, single / twin    

   	 booms, sweeps, Pom Poms etc for final 

  	 polishing and to reduce secondary   

    	contamination

C-Class
Port Package A – 2 Packages in LSES Stock

•  Solid flotation “Fence Boom”

•  25m lengths x 0.9m wide

•  Weighs 5.3kg/m

•  Loaded 100m/ storage rack

•  PVC coated polyester construction

•  Chain ballast and tension member

•  ASTM universal connectors

•  Radar detection reflectors

•  Pouches for battery lights

•  Towing bridles, mooring sets, boom   

    repair kit supplied

100m Foam Filled Boom (FOB 900/25)

5 x Collapsible Tank 11.4m3 
(LCT TSC 11.4m3)

Sorbents will also be required

7.5m Landing Craft (7500 Open) 1 x Bow Collector Brush Skimmer 
(LBC-2B/ 3200 A)

•  Aluminium construction

•  Bow ramp door

•  Self draining deck

•  7.5m long, 2.6m wide, draft 0.4m

•  Weight 1800kg

•  Carrying capacity 1100kg

•  120 litre fuel tank

•  Power 250HP

•  Trailer monuted

•  Bow mounted to Landing Craft

•  Sweeping width 3m

•  Rated recovery 82m3/hr

•  Free water collected < 5%

•  Dimensions l x w x h(m) 2.7 x 0.5 x 0.4

•  Chain brush conveyor

•  Oleophilic and Mechanical action

•  Recovers full range of black oils

•  Hydraulic power pack with diaphragm 

    pump, hose kit

•  Capacity 11,400 litres

•  Height 1.2m

•  Weight 125kg

•  Polyester reinforced PVC plastic

•	 Light weight aluminium construction 

	 frame

• 	Simple and quick assembly

• 	No tools required to assemble

•  LSES can supply a full range of sorbent   

   	materials inc.: pads, rolls, single / twin    

   	 booms, sweeps, Pom Poms etc for final 

  	 polishing and to reduce secondary   

  	 contamination

C-ClassC-ClassPORT PACKAGES
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Marina Package A – 4 Packages in LSES Stock

•  Solid flotation “Fence Boom”

•  25m lengths x 0.9m wide

•  Weighs 5.3kg/m

•  Loaded 100m/ storage rack

•  PVC coated polyester construction

•  Chain ballast and tension member

•  ASTM universal connectors

•  Radar detection reflectors

•  Pouches for battery lights

•  Towing bridles, mooring sets, boom repair  

     kit supplied 

100m Foam Filled Boom (FOB 900/25)

1 x Transfer Pump (LIP 400XP) Sorbents will also be required

1 x Weir Skimmer (Surfcleaner 150) 2 x Collapsible Tank 4m3 (LCT 4)

•  Rated recovery 500 litres/ hr

•  Free water collected < 10%

•  Dimensions: draft 0.6m x 1.4m 	

	 diameter, weight 35kg

•  Weir lip recovery action to seperation 	

	 chamber

•  Recovers light oils e.g. diesel, gasoline

•  	Self generating power supply through 	

	 Solar panels 

•  Capacity 4,650 litres

•  Dimensions l x w x h(m) 4.0 x 1.7 x 0.7

•  Polyester reinforced PVC plastic

• 	Light weight aluminium construction 		

	 frame

•  Simple and quick assembly

•  No tools required to assemble

•  Peristaltic pump rated at 10m3/hr

•  Dimensions l x w x h(m) 0.9 x 0.85 x 0.7

•  Weight 90kg

•  Ideal for pumping light to medium oils

•  Hydraulic power pack, hose sets

•  Flexible application with many portable     

	 skimmers, including floating weir heads

•  LSES can supply a full range of sorbent   

   	materials inc.: pads, rolls, single / twin    

   	 booms, sweeps, Pom Poms etc for final 

  	 polishing and to reduce secondary   

     contamination

C-ClassC-ClassMARINA PACKAGES

Port Package C – 10 Packages in LSES Stock

•  Solid flotation “Fence Boom”

•  25m lengths x 0.9m wide

•  Weighs 5.3kg/m

•  Loaded 100m/ storage rack

•  PVC coated polyester construction

•  Chain ballast and tension member

•  ASTM universal connectors

•  Radar detection reflectors

•  Pouches for battery lights

•  Towing bridles, mooring sets, boom   

    repair kit supplied

200m Foam Filled Boom (FOB 900/25)

4 x Collapsible 7.6m3 (LTC TSC 7.6m3) 1 x Collapsible Tank 11.4m3 
(LCT TSC 11.4m3)

Sorbents will also be required

2 x Small Size Brush Skimmer 
(Minimax 12 W/S)

1 x Collapsible Tank 4m3(LTC 4) 

•  Rated recovery 12m3/hr

•  Free water collected < 6%

•  Dimensions l x w x h(m) 0.9 x 0.7 x 0.4

•  Weight with pump 28kg

•  Brush Wheel system

•  Oleophilic and Mechanical action

•  Recovers full range of black oils

• Hydraulic power pack with diaphragm 

    pump

•  Pallet truck, hose kit

•  Capacity 4,650 litres

•  Dimensions l x w x h(m) 4.0 x 1.7 x 0.7

•  Polyester reinforced PVC plastic

• Light weight aluminium construction  

    frame

•  Simple and quick assembly

•  No tools required to assemble

•  Capacity 11,400 litres

•  Height 1.2m

•  Weight 125kg

•  Polyester reinforced PVC plastic

•	 Light weight aluminium construction 

	 frame

• 	Simple and quick assembly

• 	No tools required to assemble

•  Capacity 7,600 litres

•  Height 1.2m

•  Weight 100kg

•  Polyester reinforced PVC plastic

•	 Light weight aluminium construction 

	 frame

• 	Simple and quick assembly

• 	No tools required to assemble

•  LSES can supply a full range of sorbent   

   	materials inc.: pads, rolls, single / twin    

   	 booms, sweeps, Pom Poms etc for final 

  	 polishing and to reduce secondary   

  	 contamination

C-Class



32 33

Marina Package C – 1 Package in LSES Stock

•  Solid flotation “Fence Boom”

•  25m lengths x 0.9m wide

•  Weighs 5.3kg/m

•  Loaded 100m/ storage rack

•  PVC coated polyester construction

•  Chain ballast and tension member

•  ASTM universal connectors

•  Radar detection reflectors

•  Pouches for battery lights

• Towing bridles, mooring sets, boom 

    repair kit supplied

200m Foam Filled Boom (FOB 900/25)

1 x Transfer Pump (GTA 20)           Sorbents will also be required

1 x Small Size Brush Skimmer 
(Minimax 12 W/S)

2 x Collapsible Tank 4m3 (LCT 4) 

•  Rated recovery 12m3/hr

•  Free water collected < 6%

•  Dimensions l x w x h(m) 0.9 x 0.7 x 0.4

•  Weight with pump 28kg

•  Brush Wheel system

•  Oleophilic and Mechanical action

•  Recovers full range of black oils

•  Hydraulic power pack with diaphragm 

    pump

•  Pallet truck, hose kit

 •  Capacity 4,650 litres

•  Dimensions l x w x h(m) 4.0 x 1.7 x 0.7

•  Polyester reinforced PVC plastic

• Light weight aluminium construction 

    frame

•  Simple and quick assembly

•  No tools required to assemble

•  Peristaltic pump rated at 10m3/hr

•  Dimensions l x w x h(m) 0.9 x 0.85 x 0.7

•  Weight 90kg

•  Ideal for pumping light to medium oils

•  Hydraulic power pack, hose sets

•  Flexible application with many portable     

	 skimmers, including floating weir heads

	

•  LSES can supply a full range of sorbent   

   	materials inc.: pads, rolls, single / twin    

   	 booms, sweeps, Pom Poms etc for final 

  	 polishing and to reduce secondary   

     contamination

C-Class
Marina Package B – 1 Package in LSES Stock

•  Solid flotation “Fence Boom”

•  25m lengths x 0.9m wide

•  Weighs 5.3kg/m

•  Loaded 100m/ storage rack

•  PVC coated polyester construction

•  Chain ballast and tension member

•  ASTM universal connectors

•  Radar detection reflectors

•  Pouches for battery lights

• Towing bridles, mooring sets, boom 

    repair kit supplied

200m Foam Filled Boom (FOB 900/25)

1 x Transfer Pump (GTA 20) Sorbents will also be required

1 x Medium Size Brush Skimmer (Minimax 
MM30 B/ GTA 30)

2 x Collapsible Tank 4m3 (LCT 4)

•  	Rated recovery 30m3/hr

•  	Free water collected < 5%

•  Dimensions l x w x h(m) 2.7 x 1.7 x 1.4, 	

	 weight with pump 209kg

•  	V-Chain Brush Type Conveyors

•  	Oleophilic and Mechanical action

•  	Recovers full range of black oils

• 	Removeable Archimedes screw pump

•  	Hydraulic power pack, back-up power 

    pack, hose kits

 • 	Capacity 4,650 litres

• 	Dimensions l x w x h(m) 4.0 x 1.7 x 0.7

•	 Polyester reinforced PVC plastic

•	 Light weight aluminium construction 

  	 frame

• 	Simple and quick assembly

• 	No tools required to assemble

• Sumbersible Archimedes screw pumps

•  Rated 20m3/hr

•  Useful for tank to tank transfer

• Benefits from water / steam annular   

    injection on the inlet

•  Able to recover all black oils

•  Hydraulic power pack, hose sets

•  LSES can supply a full range of sorbent   

   	materials inc.: pads, rolls, single / twin    

   	 booms, sweeps, Pom Poms etc for final 

  	 polishing and to reduce secondary   

     contamination
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Lamor Swire Environmental Solutions 
(Pte) Limited

Incorporated Office:
The Concourse, Level 12,
300 Beach Road Singapore 199555 

Tel +971 (0)4 321 2022
tom.campbell@lamorswire.com
james.thornborough@lamorswire.com
info@lamorswire.com
www.lamorswire.com

24 hour number: +971 (0)50 6564 900 

Swire Pacific Offshore Operations 
Pte Limited
	
The Concourse, Level 12			 
300 Beach Road Singapore 199555		
Tel +65 6309 3600			 
info@swire.com.sg
www.swire.com.sg

Lamor Corporation,
Mestarintie 25 FIN-06150
Porvoo Finland
Tel 358 40 730 0637
www.lamor.fi
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www.lamorswire.com  info@lamorswire.com  24 hour emergency line: +971 (0)50 6564 900


